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The following information descrides the capacity of railroesd lines and
stations in the Cottbus railroad district, as of 1 May 1953:

bortbus - Guben - Frankfurt/Cder Railroed Line.
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Guben - Cottbus Section. iixcept for a stretch fror Kaltenbern to Guben, this
line section is being coerated single-track. The double trecking of the
whole line has been dsclared an urgent project for 1954, A total of &C trains
oy operate on this line section in each direction within a 24-hour period.
However, due to poor operational conditions at the railrosd stations bet-
veen Guben and Cottbus this theoretical line capacity cannct be reached. At
the Peitz-Ost railroad staiion, switches are still operated by hand and no
mechanical safety installations are available. Freight traffic between
Frankfurt/Cder and Cottbus is handled in the form of directional traffic;
i.e. truffic from Frankfurt/Odsr to Cottbus is directed via Gruncw, and
traffic from Cottbus to Frankfurt/Cder via Guben, 1 :

Guben Reilroad Stotion. lo bump is available. The eastern portion of the
station exclusively serves transit traffic to Foland. Shunting operutions
are delayed by imadequate signal and safety installations. The railroad
station 1s not capable of coping with large volure of traffie. Five gr six
scheduled trains daily operzte from Guben to Poland and vice versa.

Cottbus Raillroad Station. The stution is equirped with three humns, the
Yorth Hump being the rost importent of them. The East Hump 1s seldom in
use becavase its switches rust still be operated ranually. The Southwest
fhomp is almost useless for the making-up of trains because 1t has
been reconstructed in such a poor way that its utilization would cause
intolerable deleys in rarshaling operationas. Cottbus railroad station is
scheduled to handle 1,5CC railroad cars daily. This target is ususlly
exceeded by 400 to 5CC curs. However, this excessive utilization of the obso-
lete station faeilities causes sperational difficulties, which irvoive
delays for trains operating tkrough Cottbus. For shortage of rails, the
planned irproverent of the station has been delayed indefinitely.
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Guben - Frankfurt/Cder line Sector. The thooretiesl capacity of this
dotble-track 1ine section is 7¢ traine in vsch direction within a
24-hour pericd. However, the actual line cajzelty is below this volume
of traffie, because the Guben - Gettbus line section is still single-

~track and because of inadenuate techrnical fueilities at the Guben and Cotibus

railrcad stations. It is nevertheless rlunned te increase the capaclity

of the Guben - Frankfurt/Oder line to 11 %ruins per day in ench direction
with regurd to the Feundry Corbine Fact nenr Fuerstenberg on the (der
River.

Falkenbere « Cotibus Line.

Since the end of Arril 1953, the Jine hus been creruted double-track. The pre-
asent theoretical line ecapacity is 78 trains in cach direciion during a 24-hour
yoricd. However, this capacity cannot be fully exploited because of inade- |
gquate tecimnical facilities ot the Falkemberg and Cottbus railreced stutions. #

Grosgennain - Fublavd - Senftenkers - Cottbus Railrcad line.

W

‘ia

s

Cresgenhain - Ruhland Sector. This sirgle-track line section mainly
nandles the eoal produced in the Senftemberg browm coal wining distriet.
The thooretiecal line capacity is 46 irains in beth directions within a
A-hour veriod. The wmein function of this linc is to ease the traffic
strain cn the Grossenhaln -~ Dobrilugk -~ Hirchhsin trunk line, particularly
in the event of technicsl failures and truffic jars.

Bukland Railroad Station. The station was disrantled in 1945. Only the
shsclutely necessary classificestion ard shunting sidings were reecon-
atructed. No hump is uvailable

Huhlund - Senftenteres Line Sector. This single-track line sections ends
in the Sewnftenberz brown cosl rining distriet. For this reuscn lhs
thecretical line carceity has been fixed at a total of 72 trains daily.
However, this quota carnct be fulfilled becruse of . the ruch swaller capa-
eity of the Grossenhain - Ruhlard line sector., 2

tenberg Railroad Station. The statior is the lurgest shunuing staticn
hs Cottbus railrcad district. Its thecretlesl caraeity has been fixed
B0 cars daily. This cacaclity is usuelly exceeded by 4CC to 5CC cars
+1th dismastrous offects on the tine schedides of freight tralins operating
ivon op th oLgh Verx?erbprg LF the tma thls vailable ct the inqtalla—«

%nﬂ nO“ﬁn, nwle tho Rcrth hme qezvzg urains Eound to the south.
o the tracke huve been reconstructced sinee 1945, Delays in the
;-ap of traing are daily ceeurrence.

senfte ﬁﬂrﬁ - Coltbus Line Sector. This single-track line sectlon ex-
~lusively serves coal tra?fic- it has a t}eoretjcal capacity of 31 trains
in esch direction during & Zi-hour period. i

Jorka - Boverswerds - Fuhland - Elgterverda - Riehla - Folkenberg Reilroad Line.

Horka = Hoverawerda Iine Sector. This single-track line secticon is of
little impertsnce. It mainly serves transit traffic to Folund. The lire
nas a thecrstical cayacity of 5C trains, whieh, howeycr, is not reached
owing to the srall volume of trzffic tc be handled.

Horka Railrond Station. The only function of this statlon is to handle
trangit traffic to and from Toland. which ig at a level of eight trains
dailv in ezch direction.
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¢. Hoysrsverds - Runland Line Secior. The single-trsck line sectlon has a
tneoretical capacity of 52 trains daily. However, this capacity cannot be
fully ubilized because of inxdeusuate paseirg sidings ard crossing facilities.

o

4. Koyerswerda Railrcsd Stetion. This staition, which is rainly vsed for the
waking-up of eosl trains, has a theoretleel eapacity of 1,4C0 cars, which,
however, is daily exceeded by 2(C to 300 cars. Most of the coal handled
comes frowm the Sclwarzkollw - Lautawerk area.

@. FHRubiond - Flsterwerda / Biehls Line Sector. Sinee April 1953, this line
section has been cpercied deuble-tvack, Its theoretieal capacity hus been
fixed et 90 traing in each direction during s R24i-hour period. However, this
capacity carmot Ye exploited to the full pince “he rallroed stationa of this
1ine and the sdjscent line seetions bave & rueh szaller capacity.

¢. Flaterverda/Bishla Rsilrcad Station. Shunting “acilities at tbis installation
are very poor. The hump hes not yet been put in cpsration again because the
safety devices reouired ore still nissing. If the Ruhlund - Elsterwerda line
seetion manages to handle 60 trains ver day the Elsterwerda station is jaumed
and trains wust be parked at auxiliary stotions.

1. Elsterwerda/Biehls - Falkenbers Line Sector. The theoretical cepacity of
this line seetion is 6C trains, out the capacity whieh can actuslly be reached
is obeud AC trains. Folkenberg railvead stetion kzs net yet been reconstructed. 2

Grossenrain - Flsterwerds - Dobriluek - Kirghhain - Woensderf Railroad Line.

iR

a. Grossenhain - Elsterwerda Segtor. The theoretiszul capacity of the single-track
1ine has been fiwed at 6C trains. Traffic te be handled is below the actual
capacity of the line, 1

b, Elgterwerda - Dobrilugk - Xirehhain Sector. This single-track line has a
capacity of 7C trains. Actual traffic to be handled is far below this capacity. 1€

c. Dobrilugk - Kirekhain - Wnensdorf Sectors Cnly four pairs of freight traing in
addition to sore vassenger trains operate cn this single~track line, which
has a theorstical capacity of 6C trains,

Kamerz - Senftenberg - Luebbenaw - Brand Baliroad Lins.

dor? ~ Kamenz 3ector. The single-track line sectiom, which has cne steep
wde, has a capacity of 5C trains, in accordante with traffic actnally handled.

u. Kamens - Senftenborg Sgetor. The single-trnek line ssctor hus a capacity of
42 trains within 5 24-hour periad. Actual iraffic handled 3s on the sume level.

&, Senftenberg - Lucbbensu Sector. The theoreticel capacity of this line sector
is 50 traing, a capacity which is veuelly reachsd by asctual traffic to be
hendled. However. delays of trains and operational disturbances occur fre-
quently, because the actual capacity of the line is nearer the 4C-train level. 12

d. Luebbepauw - Brand Sector. The theoretical capacity of the line section has
been fixed at 8C trains. With regard to safety and signal installations
available, thig target has been fixed too high. Alwost all trains operute
with delays. +% _

Frankfort/0dey - Grmow - Cottbug Line.

There is a heavy strain on this lire, which has a theorctieal capacily of 5C trains.
Actually, about 6C trazins are handled. Passing sidings and orossing fucilities

arc inadequate for the siatus of the railrosd line which handies the bulk of {relght
¢raffic to the USSR and Poland, -
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1¢| |Sotrent The double tracking of thia Zine sceter wus included in

| bn'
hinied yreviousiv.

the 1952 railread construction rropgram. Hevwever, becsuse of a shortage
X

inils, work on the deouvle trucking of this iine has not been storted

Corment. The stoted esjacity of this sistion sgrees with information
an the volume of berder traltie. Te sorco extent, Gubzn is alsc vsed for
Soviet trensit traffie through Toland, rainly for grain xroerts o Last
Gerrany, and slzo for racruit shiprents and the rovement of discharged
soldiers to the U33R,

Comment. The dismantled second trzek was relaid by February 1952

s

nt. Inforration on the double tracking of this line sector

i, :_Qﬂ!{.}gt}&. The second track of thie I

wEs trunseitied previcusiy. . 25X1

.» The sceond track of the Cottbun-Senftonberg-Ruhlund line
led. Its reconstruction is vwet rlanned for 1953,

went. The second track on the Forka-Hoverswerda-Tuhland Tine was
aisvantled. Indications of its resonstrvetior have not teen rerorted.

| Corimont. AL a confercnce hetween Fast Geyrswm and loliah yailroad

vepresentatives it was ls3id down that eipht seheduled trains and one
ioval train were to be distatehed daily in azch direc "u‘ﬁ' 25X1

rent. Inforsation on the donble trenling of this line was trons-

Comment. The reconsiruction of the recond track on this ]ine sectlion

vas included in the 1953 raiiread constenetions yrogram, lowever. eon-
struetion work hzsg not vel bheen storteds

B

chg The second track of the Grogserbain-Dobrilugk-Kirehbain rail-~
road line was disrantled. Ne information hes been oblainasd on its rlanned

regonstruction.

ine section was diewmantled. The re-
tongtruction of the seccra track between Dobyd lugk-Kirehnain erd Uckre was
inzluded in the 1953 railrocd conustructiosng nrogran. Howsver, work on the
vroject. tos not yeb been storied.

5

borment. This line seclor i wart of the Cottbus - Berlir line, the
second track of vhieh wss disrantied., Ne inTosction is nv avile on 1ts
wad resonstruetion,

ient. The line is sinple.truck and rums vparallel 4o the Frankiurt/
Gder - Guben - Cettbus line, whieh is double track between Praukfurt,/Oder
and uben.
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